
 

ANNUAL GENERAL MEETING 2026 

Saturday, 14 November 2026 

According to the IM24CA Constitution, motions, amendments and nominations for the AGM shall be proposed only 
by the Executive Committee, NCA’s, the Technical Committee and World Sailing and must reach the International 
Secretary not less than eight (8) weeks before the officially announced date of the meeting – the deadline has been 
extended by 12 days this year.  Only the motions, amendments and nominations on the Agenda and its attachment/s 
shall be voted upon. The Chairman may, in exceptional circumstances, accept amendments from the floor of the 
AGM when, in his opinion, this will assist in resolving issues on which the World Council has had an opportunity to 
express its views. 
The deadline for the submissions for the 2026 AGM is September 30th, 2026. To allow this process to function 
smoothly, each Submission should adhere to the following guidelines: 

• The Submission shall clearly state the current position along with the proposal for a change (clearly stating 
the rule) and the rationale behind this change. 

• The Submission should be written to relate to any IM24CA documents or topics listed below. 

• Wherever possible, each submission should contain wording for the proposed new rules. 

• Reason for the motion 

• Technical items that the tech staff can work on during the year should not be sent as a Submission. 

Nominating Body  
Exec Comm, NCA, Tech Comm 

Name and Surname 

Position in Nominating 
Body 

E-mail 

Title of the motion,  
amendment, nomination 

Topics concerned 

 Constitution  Events 

x Class Rules  Technical issues 

 Regatta Regulations  General policies 

 Nomination   

 

 

 

 

 

 

IMCA Technical Committee 

Bora Gulari 

Technical Committee Member North America 

bora gulari <bgulari@yahoo.com> 

Jib Halyard Protective Sleeve 

mailto:piret@melges24.com
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Reason 

Amend Class Rules  

F.7: RUNNING RIGGING, section F.7.1: MATERIALS, subsection (b) Jib Halyard and  

H.2 FITTINGS: section .90: Headsail Halyard s/s wire. 

New Rule F.7.1.(b) The jib halyard for the original system shall be 7x19 stainless Steel 

wire. A protective sleeve may be fitting to the halyard to help prevent damage. See 

H.2.90  

New Rule H.2.90 Headsail Halyard s/s wire. Minimum Diameter - 4.7mm, Maximum 

Diameter – 5.1mm, Shall be 7x19 cable. May be fitted with a protective sleeve as 

follows: 

a) Material: braided or woven HMPE, arimid or polyester, which may be bonded 

to the wire with adhesive. 

b) Length: one continuous sleeve, not more that 600m, positioned to cover the 

portion of the halyard that bears on the jib halyard sheave when the jib is 

hoisted. 

c) Overall diameter over the sleeve: not more than 6.5mm 

d)  The sleeve shall not be captured in, or pass through, any swage, terminal or 

spliceand shall end not less that 300mm from any termination. 

e) The sleeve shall be non-load-bearing: the halyard shall compliy with F.7.1 (b) 

and H.2.90 with the sleeve removed. 

f) No metal, rod or other stiffening element shall be encorporated in the sleeve.  

 

 

 This proposal is intended to help prevent damage to the 7x19 wirefrom furling and 

decrease the failure rate of the jib halyard. This protective measure is in keeping with 

the class goals of increasing safety and decreasing cost, thereby making the Melges 24 

more enjoyable. For more information see attached Submission Summary. 


